Normal and Accidental Scenarios Analyses with MELCOR 1.8.2 and MELCOR 2.1 for the DEMO Helium-Cooled Pebble Bed Blanket Concept by Gonfiotti, Bruno & Paci, Sandro
Research Article
Normal and Accidental Scenarios Analyses with
MELCOR 1.8.2 and MELCOR 2.1 for the DEMO Helium-Cooled
Pebble Bed Blanket Concept
Bruno Gonfiotti and Sandro Paci
Department of Civil and Industrial Engineering, University of Pisa, Largo Lucio Lazzarino 1, 56126 Pisa, Italy
Correspondence should be addressed to Bruno Gonfiotti; bruno.gonfiotti@for.unipi.it
Received 21 September 2015; Accepted 6 December 2015
Academic Editor: Eugenijus Usˇpuras
Copyright © 2015 B. Gonfiotti and S. Paci. This is an open access article distributed under the Creative Commons Attribution
License, which permits unrestricted use, distribution, and reproduction in any medium, provided the original work is properly
cited.
As for Light Water Reactors (LWRs), one of the most challenging accidents for the future DEMOnstration power plant is the Loss
of Coolant Accident, which can trigger the pressurization of the confinement structures and components. Hence, careful analyses
have to be executed to demonstrate that the confinement barriers are able to withstand the pressure peak within design limits
and the residual cooling capabilities of the Primary Heat Transfer System are sufficient to remove the decay heat. To do so, severe
accident codes, as MELCOR, can be employed. In detail, the MELCOR code has been developed to cope also with fusion reactors,
but unfortunately, these fusion versions are based on the old 1.8.x source code. On the contrary, for LWRs, the newest 2.1.x versions
are continuously updated. Thanks to the new features introduced in these latest 2.1.x versions, the main phenomena occurring in
the helium-cooled blanket concepts of DEMO can be simulated in a basic manner. For this purpose, several analyses during normal
and accidental DEMO conditions have been executed. The aim of these analyses is to compare the results obtained with MELCOR
1.8.2 and MELCOR 2.1 in order to highlight the differences among the results of the main thermal-hydraulic parameters.
1. Introduction
The exploitation of fusion as energy source requires the
demonstration of a limited impact in terms of risk to the
staff, the public, and the surrounding environment, well
below the limits established by the national safety authorities.
Hence, a systematic safety analysis has to follow the design
development, to demonstrate that the safety objectives are
met for each solution proposed.
In Light Water Reactors (LWRs), these analyses are exe-
cuted employing the so-called “severe accident codes.”These
codes are able to simulate accidents from the initiating event
until the release of radioactive materials outside the contain-
ment building [1]. The same codes may be also employed
for fusion applications [2–6] but the intrinsic and deeper
differences between the two reactor types cannot assure the
quality and the correctness of the obtained results. For this
purpose, some severe accident codes have been adapted to
cope also with specific fusion phenomena.
One of the codes that have been adapted is MELCOR,
in particular, the version based on the old, and no longer
maintained, 1.8.2 version (M 1.8.2) [3].On the contrary, newer
MELCOR versions are continuously released and developed
for LWRs, and, in the latest versions, an extension to cope
also with helium-cooled reactor has been implemented [7,
8]. Hence, these latest versions (M 2.1.x) should be also
capable of treating the main phenomena occurring in the
DEMO Helium-Cooled Pebble Bed (HCPB) concept in a
basic manner.
DEMO is the first fusion reactor designed to prove the
fusion plant capability to produce electrical power in a safe
and commercially acceptable way. Several design solutions
have been proposed for such reactor, based on different
blanket concepts [9]. Parallel to the development of the
blanket concepts, also several different PrimaryHeat Transfer
System (PHTS) designs have been developed, and the HCPB
blanket concept and its PHTS seem to be one of the most
promising solutions proposed [9, 10].
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Therefore, the aim of the present work is to check the
thermal-hydraulic capabilities of the two MELCOR versions
(1.8.2 and 2.1.6342) in support of future researches and
analyses on DEMO reactor. Three scenarios have been
analysed: a normal operational scenario and two off-normal
operational scenarios, characterized by the release of helium
inside the Vacuum Vessel (VV). The present paper can be
then considered as a parallel one to [11], but more focused
on a MELCOR version-to-version comparison instead of on
design analysis.
2. The DEMO HCPB
2.1. The Helium-Cooled Pebble Bed (HCPB) Blanket Concept.
The HCPB blanket concept is under development at the
Karlsruhe Institute of Technology (KIT), as part of the Euro-
pean efforts on the fusion technology researches [10]. This
HCPB concept consists in a solid breeder material (Li
4
SiO
4
or Li
2
TiO
3
) in form of flat pebbles encapsulated into boxes
cooled by helium. Several boxes compose the blanket struc-
ture, and each box can be subdivided into three radial zones:
(i) The First Wall made of EUROFER and protected
through a Tungsten layer (W layer). The aim of
this First Wall is to protect the outer regions of the
machine and to provide a suitable heat transfer area
for the plasma heat.
(ii) The Breeding Zone needed for the production of
Tritium. The Breeding Zone is composed as a sand-
wich (in tangential direction) made of pebble beds,
cooling plates/pipes, and Be pebbles for neutron
multiplication.
(iii) The Back Supporting Structure (BSS) able to hold the
box in position and to feed the box coolant circuits
thanks to 4 manifolds.
The blanket is subdivided into 16 sectors each composed
by three Out-Board (OB) and two In-Board (IB) segments. In
total, 48 OB and 32 IB segments compose the blanket itself,
and each sector covers an angle of 22.5∘ [12, 13]. Each segment
is in turn composed by six poloidally arranged boxes. In
Figure 1, a sketch of the boxes arrangement is shown.
2.2. The HCPB Primary Heat Transfer System (PHTS). The
conceptual cooling strategy for the HCPB Blanket is based
on the use of four independent cooling circuits: two for the
OB segments and two for the IB ones. This design increases
the overall blanket heat transfer performances thanks to
the cooling of the FW channels in counter flow. The two
cooling circuits are connected to the blanket segments via
the manifolds in the BSS. Each cooling circuit consists of five
Cooling Trains (CTs) plus one spare for the OB and two CTs
plus one spare for the IB. EachCThas a SteamGenerator (SG)
and a compressor (Figure 2). The PHTS design data reported
inTable 1 are taken from [12] except for the temperature range
which is taken from [13].
The connection among the blanket OB segments and the
PHTS is made through 48 pipes crossing the VV upper port.
The pipes size is DN 250 inside the VV upper port and DN
Table 1: PHTS design data.
Characteristic Unit Value
Power MW 910.5
𝑇in–𝑇out
∘C 300–500
Flow rate kg/s 875.5
Nominal pressure MPa 8.0
Total pressure drop MPa ∼0.37
Number of CTs 18
Operational/spare CTs 14/4
Coolant mass kg ∼6,800.0
Blanket
sector
Manifolds
Stiffening grids
First-Wall
coolant pipes
First-Wall
Back Supporting
Structure
Figure 1: HCPB blanket description.
350 outside the VV upper port to reduce the velocity of the
coolant and the pressure drops. The coolant is then collected
by five hot headers (200m3 each), which in turn redistribute
the coolant to the CTs (main pipes size DN 1200). Finally,
five cold headers collect and redistribute the coolant to the
blanket segments (Figure 2).The size of piping, compressors,
SGs, and valves are the same for both the OB and the IB
coolant loops and the overall piping layout relies on quite
good standardization. Further details on this design can be
found in [12–15].
3. Employed Models
3.1. Normal Operational Scenario. The PHTS spatial nodal-
ization for the DEMO stationary scenario has been built
based on the data reported in [12] and consists in the
following:
(i) 12 Control Volumes (CVs) employed to simulate the
PHTS. The inlet and the outlet blanket pipes are
simulated as a single lumped CV, as well as the main
coolant pipes connecting the headers with the SGs.
(ii) 12 Flow Junctions (FJs) employed to simulate the
connections among the CVs.
(iii) 2Heat Structures (HSs) employed to simulate the heat
exchanges between the FW and the box coolant pipes
and the primary and the secondary SG sides.The total
heat exchange area is 2,500m2 and 15,000m2 for the
blanket and the SG HSs, respectively. As boundary
conditions, injection of 910.5MW and removal of
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Figure 2: PHTS reference design sketch.
910.5MWhave been employed for the blanket and the
SG HSs, respectively.
The helium blower characteristics are set as follows:
(i) Maximum pressure head set to 3.82𝐸5Pa.
(ii) Volumetric flow rate at zero pressure head set to
375.55m3/s.
(iii) Volumetric flow rate at maximum pressure head set
to 151.1m3/s.
A single CV with a free volume of 70,000m3 at 40∘C
and 0.1MPa is employed to simulate the Expansion Volume
(EV), which is the “containment” of a fusion reactor. These
boundary data have been taken as in the previous Power
Plant Conceptual Studies [16]. Three HSs, characterized by
an inner layer of steel (1 cm) and an outer layer of concrete
(1m), simulate the boundary walls of the EV. The sum of the
heat exchange areas of these threeHSs is 7,850m2. In Figure 3,
a sketch of the employed model is reported.
3.2. Off-Normal Operational Scenarios. In the off-normal
operation scenarios, the PHTS has been simulated as in the
normal operational scenario, and a valve has been introduced
to simulate the break across PHTS and the VV. The VV has
been in turn connected with the EV through a rupture disk.
The break is supposed to occur 100 s after the beginning of
the simulations (at 0.0 s in the graphs), and two break sizes
have been investigated: 0.12m2 and 0.01m2. The rupture disk
has a total flow area of 1m2 and an opening set-point of
0.15MPa [17].The VV has been simulated with a free volume
of 1,860m3 at 210 Pa and 200∘C. The free volume value is
an assumption based on the discussions performed with the
DEMO VV designers.
The initial conditions of the system are the same as the
normal operation scenario and, after the break, the following
plasma decay power trend has been modelled [18]:
(i) In 1 s, the plasma power falls down from 100% to 5%.
Table 2: Stationary run results.
Parameter Reference 1.8.2 2.1
Blanket total pressure (MPa) — 8.18 8.17
SG total pressure (MPa) — 7.88 7.89
Pressure drops (MPa) 0.37 0.37 0.37
Mass flow rate (kg/s) 875.5 872.7 872.3
He mass (kg) ∼6,800.0 6,795.4 6,795.4
Blanket CV temp. (K) 773.15 774.54 773.36
Blanket HS temp. (K) — 823.7 822.59
SG CV temp. (K) 573.15 574.85 575.17
SG HS temp. (K) — 571.55 571.64
(ii) From 1 s to 3,600 s, the plasma power remains con-
stant at 5%.
(iii) From 3,600 s to 7,200 s, the plasma power decreases
from 5% to 1%.
(iv) After 7,200 s, the plasma power remains constant at
1%.
In Figure 3, a sketch of the employed models is reported.
4. Normal Operational Scenario Results
As shown in Table 2, both MELCOR versions are able to
simulate the main PHTS parameters. The slight differences
shown in the blanket and SG temperatures and pressures
are probably due to the improvements and modifications
introduced in the M 2.1 version. Further details about these
improvements are provided in the following paragraphs.
5. Off-Normal Operational Scenario Results
5.1. Break Size of 0.12m2. The first off-normal operational
scenario investigated is characterized by a break size of
0.12m2, that is, double guillotine break of one of the four
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Figure 3: MELCOR spatial nodalization.
manifold pipes passing through the BSS. The break is sup-
posed to occur 100 s after the beginning of the simulation, that
is, at 0.0 s in the graphs.The break involves only this pipe and
the helium released is supposed to flow directly into the VV
without any resistance provided by the surrounding blanket
boxes.
As shown in Figure 4, the depressurization rate of the
PHTS is quite fast, and in less than oneminute an equilibrium
condition is reached with the VV and EV. Both MELCOR
versions provide similar results for the PHTS and EV, but
some differences exist in the VV pressure trends. The VV
behaviour can be subdivided into two phases: an initial
fast pressurization phase followed by a depressurization
phase, triggered by the opening of the rupture disk. The
pressurization phase lasts for about 2 s in both MELCOR
versions, and similar values in terms of maximum pressure
and temperature are shown (0.66MPa and 1050∘C). The
subsequent depressurization phase lasts for about 35 s in both
MELCOR versions, but inM 2.1 a steeper trend is shown.This
difference is due to themass flow rates across the rupture disk
(Figure 5) and to the VV atmospheric temperatures between
10 s and 20 s (Figure 6). Although it should be noted that
several modifications were introduced in the latest MELCOR
versions, such modifications do not provide any remarkable
difference in terms of total pressure and mass flow rates.
Figure 7 shows the blanket, the SG, the EV, and the VV
atmosphere temperature trends during the transient. For the
first 500 s, the blanket temperature suffers cyclical increase
and decrease due to the combined action of the plasma decay
heat, the helium expansion, and the residual mass flow rate in
the circuit. However, after 500 s, the influence of the plasma
decay heat became themost important driving phenomenon,
and the blanket temperature starts to increase monotonically.
The two MELCOR versions begin to provide different results
after about 300 s for the PHTS and about 100 s for the VV,
that is, during the phase when the plasma decay heat starts to
become the only important parameter.
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Figure 4: Total pressure trends of the PHTS, the VV, and the EV.
Inside the documents assessing the improvements and
modifications introduced to M 1.8.2 for the ITER safety
assessment [4, 5], no mention is made regarding the employ-
ment of helium as coolant; therefore, the helium modelling
approach should be the same in both MELCOR versions.
Although minor differences in the thermal-hydraulic mod-
ules are present for the two code versions, their influence
cannot be excluded:
(i) In M 1.8.2, specific relations for nucleate boiling,
critical flux, and film boiling were introduced [4]. Of
these three modifications, only the critical heat flux
model can modify the results in the present scenario,
because the other two models are employed only if
“water” is employed as coolant.
(ii) In M 2.1, ad hoc modifications were introduced
to simulate HTGRs, and the gas properties were
reassessed [8]. These new modifications introduced
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Figure 6: Atmospheric temperature trends in the VV.
are not specifically related to the thermal-hydraulic
aspects, but the modification of the gas properties
could have an impact on the results.
(iii) M 2.1.x are completely recodified versions, so it
cannot be assured that the results of the two versions
are the same even if the same models are employed.
Taken one by one, the previous causes seem to be not suffi-
cient to explain all the differences in the gas temperature
behaviours, so a combined effect of whole causes seems to
be the most appropriate explanation. Moreover, these modi-
fications have also a minor influence on the mass flow rates
and thus on the total pressure trends, as shown in Figures 4
and 5.
Regarding the SG atmospheric temperature (Figure 7),
except for initial oscillation due to the helium expansion,
the overall temperature remains quite constant during the
entire transient, but a difference of about 30∘C among the
results of the twoMELCOR versions is shown.The reasons of
this behaviour should be the same discussed for the blanket
temperature behaviour. On the contrary, the EV temperature
results are quite similar thanks to EV size, which dumps
the influence of the differences between the two MELCOR
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Figure 7: Atmospheric temperature trends in the blanket, the SG,
the EV, and the VV.
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Figure 8: Heat transfer coefficient among the VV and its surround-
ing HSs.
versions. In the early instants, the EV temperature increases
due to the helium ingress, and then it decreases thanks to the
heat exchanges with the cold structures and, in the long term,
with the outer environment. The maximum pressures and
temperatures reached inside the EV are ∼0.27MPa (Figure 4)
and ∼270.0∘C (Figure 7), respectively.
A special highlight should be made for the VV tempera-
ture, because it is mainly influenced by the heat transfer coef-
ficients (HTCs) among its free volume and the surrounding
HSs (Figure 8). For the first 30 s, the blanket temperatures
provided by both versions are quite similar; then M 2.1
starts to predict higher temperatures. This behaviour is due
to the lower HTC values calculated by M 2.1. A similar
behaviour was also shown in [19], in which a comparison
between MELCOR 1.8.2 and MELCOR 1.8.6 against an In-
Vessel LOCA in the ITER facility was performed.The reasons
found behind this different behaviour were mainly related
to the improvement on numerical methods and modelling
approaches introduced in the 1.8.6 version [20]. Therefore,
considering that MELCOR 2.1 is successive evolution of the
6 Science and Technology of Nuclear Installations
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Figure 10: Total pressure trends in the EV and the VV during the
first 25.0 s after the break.
code, the differences highlighted on the temperature and
HTC behaviours can be explained in a similar manner.
5.2. Break Size of 0.01m2. The second off-normal operational
scenario is characterized by a break size of 0.01m2 at the same
location of the previous scenario. This case has been investi-
gated to highlight the differences between the two MELCOR
versions during a slow transient. As for the previous case,
the helium released flows directly into the VV without any
resistance provided by the blanket boxes.
Figures 9 and 10 show both pressure trends of the PHTS,
the EV, and the VV with two different time scales. For
this small break size scenario, the PHTS depressurization
phase lasts for about 10min instead of about 1min as in the
previous larger case (Figure 4). The rupture disk between
VV and EV opens in ∼5.0 s in both MELCOR versions, but
the subsequent PHTS depressurization is slightly delayed in
time for M 1.8.2 due to a different prediction of the mass
flow rate across the rupture disk (Figure 11). This difference
leads also to different VV atmospheric temperature and
pressure behaviours (Figures 10 and 12), but no influences
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Figure 11: Mass flow rate across the break and the rupture disk.
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Figure 12: VV atmospheric temperature trend.
are highlighted in the EV behaviour (Figures 13 and 14). The
different mass flow rate across the disk can be explained
considering the notion that M 2.1 executes “double precision
calculations,” while M 1.8.2 executes only “single precision
calculations.” Quite similar results were obtained also in
[19], where a comparison among M 1.8.2 and M 1.8.6 (both
introducing the same models for fusion applications) was
reported.
Figures 13 and 14 show the atmospheric temperature
trends inside the PHTS and in the EV for MELCOR 2.1 and
MELCOR 1.8.2, respectively. Both MELCOR versions show
that about 400 s after the break the temperature of the whole
system remains quite low, except for the blanket and the
outlet pipes. This behaviour is due inversion of the mass
flow rate across the blanket (BL) and its outlet pipes (OP)
(Figures 15 and 16). In the early instants, the mass flow rate
remains above 10 kg/s and the temperatures in the BL and its
OP increase thanks to the plasma decay heat, while in the hot
header (HH), the SG, the cold header (CH), and the blanket
inlet pipes (IP), the temperatures decrease due to the helium
expansion. In the following instants, the temperatures of
the blanket and its outlet pipes abruptly decrease due to the
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Figure 14: PHTS and EV atmospheric temperature trends (M 1.8.2).
decrease of the mass flow rates to very low values (∼0.0 kg/s).
However, at about 450 s for M 2.1 and at about 425 s for M
1.8.2, the mass flow rate across the BL and its OP falls below
0.0 kg/s meaning that flow inversion is occurring. During
this inversion phase, a cold fluid stream flows from the SG
to the OP causing an abrupt decrease of their temperatures,
while the blanket continues to remain hot thanks to the
plasma decay heat. Once the mass flow rates across the loop
fall to 0.0 kg/s, the BL temperature continues to increase due
to the decay heat, while in the other plant zones it slightly
decreases due to the termination of the helium expansion.
Indeed, the total pressure equilibrium is reached at about
600 s, as well as the termination of the helium circulation in
the loop, meaning that the total pressure and the mass flow
rates are closely connected.
Although the SG shows a quite surprising behaviour due
to its almost constant trend along the entire incidental tran-
sient, this behaviour is probably due to the presence of anHS,
which reduces the effects of the heliumexpansion through the
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Figure 15: Mass flow rates through the inlet and the outlet blanket
pipes in M 2.1 for the base and the modified cases.
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Figure 16: Mass flow rates through the inlet and the outlet blanket
pipes in M 1.8.2 for the base and the modified cases.
release of the heat accumulated during the stationary phase.
For this purpose, to check whether the same effect can be
reproduced also in the other zones of the loop, improvedplant
nodalisation has been built, characterized by the introduction
of an HS in each CV.The thicknesses of these HSs were taken
from [12] and an external layer made of mineral wool was
considered along the entire coolant loop, to obtain a total heat
loss toward the EV below 0.1%. As shown in Figures 15 and 16,
theseHSs prevent themass flow rate inversion through the BL
and theOP between 400 and 600 s. Similarly, the atmospheric
temperatures in variousCVs of the loop, instead of decreasing
to about 100∘C, increase to 300∘C (IP and CH), to 500∘C
(HH), and to 600∘C (OP) as shown in Figures 17 and 18.
The results obtained show clearly the influence of such
HSs, but their effect is not strong as for the SG HS. This
difference is probably due to greater heat transfer area of
the SG HS compared to the other HSs and to the different
boundary conditions imposed. The SG HS has a total heat
transfer area of 15,000.0m2, while the heat transfer area of the
biggest HS attached to a CV of the loop is about 800m2, that
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Figure 18: PHTS and EV atmospheric temperature trends using the
improved model (M 1.8.2).
is, 1/20 of the SG HS size. The boundary conditions imposed
were as follows:
(i) For the SG HS, the power removal rate for the entire
transient has been user imposed.
(ii) For the other HSs, only the inner and outer surfaces
were linked to their CV and to the EV, respectively,
but no other conditions were imposed.
So, for future analysis, it seems appropriate to always addHSs
to each CV in order to obtain more reliable results.
6. Conclusions
In the present work, the results of a comparison study
performed with two versions of the MELCOR code for the
DEMO reactor behaviour have been presented. The code
versions employed are M 2.1 for LWRs and M 1.8.2 for
fusion reactors [5, 21]. This second version (M 1.8.2 for
fusion reactors) has been widely employed in the past for
ITER and DEMO safety analyses [4, 5, 22, 23], while M
2.1.x are extensively used for LWR applications, but in the
newer versions their capabilities have been extended to cope
also with HTGRs [7, 8]. Therefore, the newer M 2.1 version
can be also employed to treat themain phenomena occurring
in the DEMO HCPB blanket concept in a basic manner.
For this purpose, it has been found appropriate to check the
differences among the prediction provided by the two MEL-
COR versions. To do so, the results from these two versions
during normal and two off-normal operational scenarios
have been reported and discussed in the paper.
An overall good agreement has been found during the
analysis of the normal DEMO operational scenario, but
different pressure, temperature, and mass flow rates trends
have been highlighted for the two off-normal scenarios,
especially for the small break one. However, it should be
also highlighted that specific user assumptions could have
influenced the results obtained, but if user effects are present,
then they should be the same for both MELCOR versions
because the same identical DEMO plant nodalisations were
employed. The obtained results are not surprising consid-
ering the deep evolution of the MELCOR code in terms of
thermal-hydraulic modelling and numerical methods. How-
ever, at this stage, M 2.1 version can be applied only to simple
thermal-hydraulic analysis for the future fusion reactors
due to the lack of the specific models, as the Plasma Facing
Components (PFCs) oxidation under steam atmosphere,
the water freezing, and the improvements on the aerosol
deposition model, which on the contrary characterize the M
1.8.2 fusion version [4].
Nevertheless, M 2.1 provides more reliable thermal-
hydraulic results thanks to its numerical double precision.
Therefore, in the future, it could be interesting to see the
introduction of the specific fusion models also into the M
2.1 version in order to obtain an updated and more reliable
integral code for fusion safety analysis. Another tip that can
be also proposed for future analysis is to introduce HSs in
each CV.
Conflict of Interests
The authors declare that there is no conflict of interests
regarding the publication of this paper.
References
[1] P. Chatelard, N. Reinke, A. Ezzidi et al., “Synthesis of theASTEC
integral code activities in SARNET—focus on ASTEC V2 plant
applications,” Annals of Nuclear Energy, vol. 74, pp. 224–242,
2014.
[2] S. Paci, F. Parozzi, and M. T. Porfiri, “Validation of the ECART
code for the safety analysis of fusion reactors,” Fusion Engineer-
ing and Design, vol. 75–79, pp. 1243–1246, 2005.
[3] S. Paci and M. T. Porfiri, “Analysis of an ex-vessel break in the
ITERdivertor cooling loop,” Fusion Engineering andDesign, vol.
81, no. 18, pp. 2115–2126, 2006.
[4] B. J. Merrill, P. W. Humrickhouse, and R. L. Moore, “A
recent version of MELCOR for fusion safety applications,”
Science and Technology of Nuclear Installations 9
Fusion Engineering and Design, vol. 85, no. 7–9, pp. 1479–1483,
2010.
[5] B. J. Merrill, Recent Updates to theMELCOR 1.8.2 Code for ITER
Applications, Idaho National Laboratory, Idaho Falls, Idaho,
USA, 2007.
[6] C. Se´ropian, M. Barrachin, J. P. Van Dorsselaere, and D. Vola,
“Adaptation of the ASTEC code system to accident scenarios in
fusion installations,” Fusion Engineering and Design, vol. 88, no.
9-10, pp. 2698–2703, 2013.
[7] C. Oh, C. Davis, R. Moore et al., Development of Safety Ana-
lysis Codes and Experimental Validation for a Very High Tem-
perature Gas-Cooled Reactor, Idaho National Engineering and
Environmental Laboratory, Idaho Falls, Idaho, USA, 2004.
[8] M. F. Young, “MELCOR development for HTGR applications,”
in Proceedings of the Cooperative Severe Accident Research
Program (CSARP ’08), Bethesda, Md, USA, 2008.
[9] G. Federici, R. Kemp, D. Ward et al., “Overview of EU DEMO
design and R&D activities,” Fusion Engineering and Design, vol.
89, no. 7-8, pp. 882–889, 2014.
[10] M. Gasparotto, L. V. Boccaccini, L. Giancarli, S. Malang, and Y.
Poitevin, “Demo blanket technology R&D results in EU,” Fusion
Engineering and Design, vol. 61-62, pp. 263–271, 2002.
[11] D. Carloni, B. Gonfiotti, S. Paci, and L. V. Boccaccini, “LOCA
accident for the DEMO helium cooled blanket,” Fusion Science
and Technology, vol. 68, no. 2, pp. 353–357, 2015.
[12] M. Dalle Donne, Conceptual Design of the Cooling System for
a DEMO Fusion Reactor with Helium Cooled Solid Breeder
Blanket and Calculation of the Transient Temperature Behavior
in Accidents, Forschungszentrum Karlsruhe (FZK), Karlsruhe,
Germany, 1992.
[13] D. N. Dongiovanni, T. Pinna, and D. Carloni, “RAMI analysis
forDEMOHCPB blanket concept cooling system,” Fusion Engi-
neering and Design, vol. 98-99, pp. 2125–2129, 2015.
[14] D. Carloni and S. Kecskes, Helium Cooled Blanket Design
Development, Karlsruhe Institute of Technology, Karlsruhe,
Germany, 2012.
[15] M. Dalle Donne, European DEMO BOT Solid Breeder Blanket,
Kernforschungszentrum Karlsruhe, Karlsruhe, Germany, 1994.
[16] S. Paci, Analysis of the External Radioactive Release for an In-
Vessel Break in the Power Plant Conceptual Study Using the
ECART Code, Pisa University, Pisa, Italy, 2003.
[17] N. Taylor, D. Baker, S. Ciattaglia et al., “Preliminary safety ana-
lysis of ITER,” Fusion Science and Technology, vol. 56, no. 2, pp.
573–580, 2009.
[18] Q. Kang and D. Carloni, “Safety analysis of LOCA accident for
the DEMO blanket,” in Proceedings of the Symposium of Fusion
Nuclear Technology (SOFT ’14), San Sebastian, Spain, 2014.
[19] B. J. Merrill, P. W. Humrickhouse, and R. L. Moore, A Com-
parison of Modifications to MELCOR Versions 1.8.2 and 1.8.6 for
ITER Safety Analysis, Idaho National Laboratory, Idaho Falls,
Idaho, USA, 2010.
[20] O. Gauntt, J. E. Cash, R. K. Cole et al.,MELCORComputer Code
Manuals Vol 2. Reference Manual Version 1.8.6 September 2005,
Sandia National Laboratories, Albuquerque, NM, USA, 2005.
[21] L. L. Humphries, R. K. Cole, D. L. Louie, V. G. Figueroa, andM.
F. Young, MELCOR Computer Code Manuals Vol 2. Reference
Manual Version 2.1.6840 2015, Sandia National Laboratories,
Albuquerque, NM, USA, 2015.
[22] R. L. Moore, Pedigree Analysis of the MELCOR 1.8.2 Code to be
Used for ITER’s Report Preliminary on Safety, Idaho National
Laboratory, Idaho Falls, Idaho, USA, 2007.
[23] X. Jin, B. Merrill, and L. V. Boccaccini, “Ex-vessel LOCA
for the European HCPB TBM system using the pedigreed
MELCOR182 for fusion,” in Proceedings of the 4thMeeting of the
“European MELCOR User Group”, Cologne, Germany, 2012.
Tribology
Advances in
Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014
International Journal of
Aerospace
Engineering
Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014
Fuels
Journal of
Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014
Journal of
Petroleum Engineering
Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014
Industrial Engineering
Journal of
Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014
Power Electronics
Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014
Advances in
Combustion
Journal of
Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014
Journal of
Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014
Renewable Energy
Submit your manuscripts at
http://www.hindawi.com
Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014
Structures
Journal of
 International Journal of
 Rotating
Machinery
Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014
Energy
Journal of
Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014
Hindawi Publishing Corporation 
http://www.hindawi.com
 Journal of
Engineering
Volume 2014
Hindawi Publishing Corporation 
http://www.hindawi.com Volume 2014
 International Journal of
Photoenergy
Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014
Nuclear Installations
Science and Technology of
Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014
Solar Energy
Journal of
Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014
Wind Energy
Journal of
Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014
Nuclear Energy
International Journal of
Hindawi Publishing Corporation
http://www.hindawi.com Volume 2014
High Energy Physics
Advances in
The Scientific 
World Journal
Hindawi Publishing Corporation 
http://www.hindawi.com Volume 2014
